2094 P Mamvaom

Schweizer Alpenpost

for Swiss post buses

With quick-release plug connectors for easier
installation of the air connection hoses




MARTIN-HORN® 2094 PM

FEATURES Additional data

3 diaphragm acoustic horns, tuned cis“ e‘ a‘ (550, 330, 440 Hz) A .

with 3 air connection hoses, each 1.5 m long ?\Xy:#lp ‘| = HI
[y) ' e

1 electric blower in 12 or 24 Volt DC with mounting base, I e

independent valve and switching mechanism 3 sec.

Signal duration: 3 seconds . .
3 diaphragm acoustic horns

. tuned cis“ e‘ a'
Normal accessories:

Article No. 2651.21
Set of cables 24 Volt

Article No. 2651.31 ‘
Set of cables 12 Volt 2 u Jl e

Oiler
/

Earth terminal

- —— Mounting base

Article No. 2652.10
Relay for 12 Volt

Article No. 2652.20
Relay for 24 Volt

7 Hose connection
®
® /

[~ Connection terminal

Article No. 2680.01
( Special oil for MARTIN horns,
I ‘ Small spray can containing 50 ccm

295

Article No. 70-5211.04 |
i

Reinforcement plate

When ordering, please indicate the operating voltage!
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